
Mount Olive Township 
Planning • Zoning • Code Enforcement 

204 Flanders Drakcstown Rd. 
Budd Lake, NJ 07828 

Tel: 973-691-0900, Ext. 7313 • Fax: 973-691-0550 Zoning  

DRIVEWAY/ GRADING/ SIDEWALK PERMIT APPLICATION 

I DRIVEWAY 

) GRADING 

) SIDEWALK 

A plot plan showing site elevations of the proposed driveway must accompany the application. 
Exceptions include driveway repairs and replacements with no change in driveway footprint. 
Mt. Olive Twp. Code 550-42.

All grading must be completed in a manner that will permit proper surface draining. Soil permits 
shall be required for more than 5000 sq. ft. of  disturbance from Morris County Soil Conservation. 
Mt. Olive Twp. Code 550-50. 

New and replacement sidewalks are required to conform to construction specifications as noted in 
Mt. Olive Twp. Code 550-61. 

Fee due at time of submission: $25.00 

I. Ownership Information

Record Owner of the parcel(s) in question: 

Name: 

Address: 

Block: 

Lot: 

Unit: 

Property Location: ________________ _ Phone#: ______ _ Zone: 

II. Applicant Information

Name: 

Address: 

Phone#: Cell Phone#: Email: 
--------- --------- -----------------

Relationship to the property owner: ____________________ _ 

III. Project Description

Describe below the reason this permit is requested. Attach any plot plans, surveys, drawings or other information that can be used to clarify your 
application or that are required to be submitted for permit approval. Your signature certifies receipt of the attached Township Code requirements.

Print name of person filing application Signature Date 

FOR OFFICE USE ONLY 

APPROVED: YES D NO D DATE: _____ _ ENGINEERING PERMIT#: ____ _ 



§ 550-42. Driveway standards for single-family residences;
exceptions; violations and penalties.

A. In order to protect traffic upon the public thoroughfare within the
Township of Mount Olive, the Township deems it necessary to
regulate the grade, materials and design standards of driveways
which provide entrances and exits from the public thoroughfare.
The following standards are applicable for single-family
residences:

(1) Within 20 feet of the near street right-of-way line, all
driveways shall be constructed in accordance with the
following specifications:

(a) Base material: a minimum of four inches of soil
aggregate, Type 5, Class A, in accordance with New
Jersey Department of Transportation specifications or an
approved equal combination of material and thickness.

(b) Surface material: a minimum two-inch thickness of
FABC-1, as per New Jersey Department of Transportation
specifications.

(2) Driveway construction beyond 20 feet of the near street right-
of-way line shall be constructed with a minimum of four
inches of Type 2, Class A or B, as per New Jersey Department
of Transportation specifications, except that the Township
Engineer may require extension of the FABC-1 material if it is
required to prevent erosion and debris on the roadway.

(3) All driveways constructed or modified shall be constructed so
as to be as near perpendicular to the existing pavement or
traveled way. Any curving alignment of the driveway for
aesthetic or topographic reasons shall be accomplished
beyond the Township right-of-way.

(4) All driveways shall be constructed and maintained in such a
manner as to prevent erosion of the soil and its deposit upon
the street or road, gutters, catch basins, inlets, drains or
traveled way. The owner of the property shall be responsible
for any debris, soil, water or ice accumulating on the roadway
as a direct result of the construction of the driveway.

(5) All driveways constructed or altered shall be constructed in
such a manner as to not interfere with the drainage along the
proposed or existing pavement or traveled way, nor shall
runoff from a driveway discharge beyond an existing ditch
onto the traveled way. Under no circumstances shall the
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driveway be allowed to extend beyond the edge of the existing
pavement and traveled way, thereby creating an uneven
driving surface on the pavement or traveled way. The low
point of the driveway is to be at the location of the existing
ditch.

(6) The construction of a properly sized dish-type gutter will be
permitted, provided that the existing gutter flow line will not
be blocked, altered or changed in any manner.

(7) The installation of a suitably sized pipe or culvert will be
required in the event that the existing flow line or ditch
cannot be crossed with a dish-type gutter. The size of the pipe
or culvert required shall be determined by the Township
Engineer or his authorized agent.

B. No driveway entrance may be constructed or existing driveway
entrance altered within an existing or future street or road right-
of-way without first obtaining an approved driveway construction
permit from the Township Engineer.

(1) Applications for new driveways or modifications shall be
directed to the Township Engineer. Plans and profiles as
required below for the proposed driveway, prepared in a
workmanlike and professional manner, shall be submitted to
the Township Engineer along with the completed application.

(2) Design criteria. All driveways shall conform to the following
criteria:

(a) No portion of the grade of a driveway may exceed 15%.

(b) To prevent erosion, the side slopes of driveways shall be
topsoiled, seeded, fertilized and mulched in accordance
with the Morris County Soil Conservation District
standards. If banks exceed a one-foot rise in a two-foot
horizontal grade, retaining walls shall be required.

(c) Turning radii measured on the inside curve of the
driveway shall not be less than 25 feet.

(d) Within 25 feet of the center line of an existing Township
road, the finished grade of a driveway shall not exceed
2%.

(e) Profiles of the center line of the driveway, both existing
and proposed, shall be submitted for the entire length of

§ 550-42 § 550-42
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the driveway from the center line of the Township road to
the garage floor for an existing slope in excess of 10%.

(f) Within 20 feet of the garage, the grade shall not exceed
3%. Downhill grades must have the drainage directed
away from the dwelling.

(g) The Township Engineer shall have the authority to
reasonably direct the owner to construct the driveway at
such a location as to maximize sight distance.

(h) The plan must indicate the method of disposal of
stormwater drainage from the driveway into the
Township drainage system.

(i) All driveways shall have a minimum width of 10 feet for
single-family homes.

(j) Adequate vertical transition for all grade changes shall be
provided.

(k) Where a site occupies a corner of two intersecting roads,
no driveway entrance or exit shall, where possible, be
located within 100 feet of the center line intersection and
shall, where possible, connect to the less trafficked street.

(l) The entire length of all driveways having a grade in
excess of 10% from the road pavement to the terminus of
the driveway shall be required to be paved in accordance
with the standards as set forth in § 550-42A(2) with
reference to pavement within the first 50 feet of the street
right-of-way line. Alternative pavement material can be
used if approved by the Township Engineer. There shall
be a minimum center-line radius on all curves within any
driveway of not less than 25 feet. Upon good cause
shown, upon application to the Planning Board or an
approving authority before which an application is
pending, the approving agency has the right to waive this
requirement, in whole or in part, in its sole discretion.

(m) All driveways on residential lots located in the RR-AA, RR-
A and R-1 Zone Districts shall maintain a minimum
setback of five feet from the adjacent lot. [Added
3-23-1999 by Ord. No. 7-99]

(n) All driveways shall be designed in accordance with the
requirements of § 550-5M(3) of this chapter. [Added
11-9-2004 by Ord. No. 34-2004]

§ 550-42 § 550-42
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§ 550-50. Grading and filling.

(3) Plans showing a proposed disturbed area in excess of 5,000
square feet may be sent, at the Engineer's discretion, to the
Morris County Soil Conservation District for
recommendations on soil erosion control, prior to application
approval.

(4) An as-built driveway plan shall be required if, in the judgment
of the Engineer, the finished driveway does not conform to the
driveway design as approved.

(5) A certificate of occupancy shall not be issued by the
Construction Code Official until the driveway construction is
completed in accordance with the approved application to the
satisfaction of the Township Engineer.

C. Exceptions.

(1) The property owner may apply to the Township Council for an
exception from provisions of this section if the literal
enforcement of such provision is impracticable or will exact
undue hardship because of peculiar conditions pertaining to
the land. Such application shall present an alternative which
is within the general purpose of this section.

(2) The Township Council shall consider the recommendations of
the Township Engineer in such cases. The decisions of the
Council shall be made by resolution. Applicant is required to
post escrow fee in amount of $500 for the Township's
professional(s) to review the proposal. [Amended
10-28-2014 by Ord. No. 22-2014]

D. Violations and penalties. Any person or persons violating the
provisions of this section shall be punished by a fine not to exceed
$500 or by imprisonment for a term not to exceed 90 days, or
both.

A. All lots where fill material is deposited shall have clean fill and/or
topsoil deposited which shall be graded to allow complete surface
draining of the lot into local storm sewer systems or natural
drainage courses. No regrading of a lot shall be permitted which
would create or aggravate water stagnation or drainage problems
on-site or on adjacent properties or which will violate the
provisions of the soil erosion and sediment control, soil removal
and redistribution and floodplain provisions of this chapter.
Grading shall be limited to areas shown on an approved

§ 550-42 § 550-50
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§ 550-61. Sidewalks.

subdivision. Any topsoil disturbed during approved excavation
and grading operations shall be redistributed throughout the site.

B. All lots being filled shall be filled with clean fill and/or topsoil to
allow complete surface draining of the lot into local storm sewer
systems or natural drainage rights-of-way. No construction or
regrading shall be permitted which creates or aggravates water
stagnation or a drainage problem on adjacent properties. Grading
shall be limited to areas shown on an approved site plan. Any
topsoil disturbed during approved operations shall be
redistributed throughout the site.

A. Sidewalks shall be required at the approving authority's
discretion, depending on the probable volume of pedestrian
traffic, the street classification in instances where streets are
involved, school bus stops, the development's location in relation
to other populated areas and the general type of improvement
intended. Where required, sidewalks shall be at least four feet
wide and located as approved by the approving authority.
Sidewalks shall be at least four inches thick, except at points of
vehicular crossing, where they shall be at least six inches thick, of
Class C concrete having a twenty-eight-day compressive strength
of 3,000 pounds per square inch, and shall be air-entrained.

B. Notwithstanding the language herein, it shall be mandatory in a
major subdivision for residential construction that sidewalks be
constructed on roadways, as defined in § 550-68 of the Mount
Olive Township Land Use Ordinances, as follows:

Residential
Development Sidewalk Requirements
Single-family detached
dwellings

On 1 side for all local roads and on
both sides of all collector roads if the
development fronts on both sides of a
collector road

Multifamily or single-
family attached
dwellings

Sidewalks on both sides of all roadways

C. The approving authority of the subdivision may waive, in whole or
in part, the sidewalk requirement upon good cause shown by the
developer and in the discretion of the approving authority.

§ 550-50 § 550-61
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